TEST AND EQUIPMENT

AP-600-016

Static Shielding Bag Test System
- The Static Shielding Bag Test Syste m is designed 1o perform ESD STM11.31 & EIA-541
testing when used in conjunction with a high speed oscilloscope and computer. The sysiem

provides the discharge pulse and the resulting atienuated voltage output for direct connection
to a 2-channel uscilloscope for EIA-541 testing, or & current pulse for the ESD STM11.31

lesl.

AP-600-017

Static Decay Meter

- The Static Decay Meter meets the requirements for static charge dissipation and static
decay rate testing as required by DOD, NFPA, ESDA, INDA and EIA test specs. A wide
variety of electrode configurations are available which enable the static dissipative
characteristics of film, flat plaques, IC carriers, tte boxes, garments, tabletop and flooring
material and storage syslems o be evaluated.

AP-600-018

Electrostatic Discharge Simulator

- The Electrostatic Discharge Simulator is a completely integrated system used 1o dete rmine
the ESD susceptibility level of electronic devices up 1o £8kV in accordance with Mil-Sid
883C Method 3015 and ESD STM 5.1 and 52. Plug-in RC Networks allow simulation of
Human Body Model (HBM), Machine Model (MM) and Charged Device Model (CDM)..

AP-600-019
Workstation Monitor Checker
- Follow instructions in Basic section.
- Connect 3.5 mm test cable to both the Checker and 1o Operator jack of your monitor. Depress
and keep pressed the Pass button on Wriststarps section. Your monitor should indication.
- While keeping Pass bution, depress and keep pressed Body Voltage Highs button
- Your minitor shold provide ind ication of excessive body voltage ineach polarity
— positive and negative. If you orde red Check for WS-
Awadre with a single terminal for both operators (model CTC06 1-D)
AP-600-020

Ground Pro

- Impedance Measureme nt
- Voltage Measure ment

- EMI Measurement

- Hold Function
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